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TECHNICAL DATA
AVENTO PRO M

GRAMMER Nautic Avento Pro M is a mechanical
suspension seat designed to provide high standards of

comfort and ergonomic support for crews and passengers

on professional vessels in the maritime workplace.

Certifications
{S/ Fulfills requirements of
IMO 2010 FTP Code, Annex 1, Part 8

Approved to DNV-GL Code of Safety for
High-Speed Craft, 2000 - Annex 10.

Features e Standard O Optional

AVENTO
PROM
Article no., Fabric 1298671
Shock absorber not adjustable ()
Suspension
Mechanical suspension
Suspension stroke 100 mm
s Weight adjustment, mechanical
Height adjustment 60 mm 3-step (mechanical)
Fore/aft adjustment 210 mm
Lumbar support, mechanical
¢ Lockable Fore/aft isolator (air assisted)
Document Box

Measurements (installation dimensions)
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SEAT FORE-AND-ART ADJUSTMENT
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Mechanical ~ Mechanical ~ Mechanical Fore/Aft
Suspension Weight Lumbar Isolator
Adjustment Support

Adjustable backrest angle
from -10° to + 70°

High backrest

Lapbelt, 2-point, retractable

Seat cushion width

Adjustable seat cushion depth and angle
Headrest, 100 mm height adjustable

38° adjustable angle

Armrests, foldable

angle adjustable, without fabric cover
Seat heating 24V
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